
Integrity 150
Trailer Tracking 
Device

Our solar-powered tracking hardware provides consistent 
worldwide location reporting, giving you greater peace of 
mind, improved visibility, and stronger operational 
efficiency. The Integrity 150 is maintenance-free and built 
to deliver up to 10 years of reliable service.

• Built-in tamper switch
• Water tight casing
• Quick installation

• Realm Edge Connection 
Platform

• Secure, encrypted reporting

Satellite-connected 
hardware ensures
you see all of your 
trailers at all times 
for full visibility

Solar-powered 
batteries can last 
10+ years in the 
field, no swapping 
batteries 

Bluetooth (BLE5) 
connection to 
sensors such as the 
Vizicube Smart 
Sensor
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Features

Technical Specifications

Standard and Customizable Messaging
• Wake, locate, transmit location, resume sleep 

settings 
• 4 standard message types can send up to 144 

bytes of data
• Modular message types with up to 144 bytes of 

data
• Configurable message priority
• Configurable message retry profile
• Prioritized message queue
• Interval or time-of-day messaging

BLE5
• Secure BLE Config service
• AES-128 Encryption to safeguard 

communication, ensuring data integrity and 
preventing tampering

• Cloud-based key management 
• Configurable BLE sensor security

Tamper Detection
• Magnet-based 

Integrated Accelerometer
• Message on start and stop
• Engage interval override on motion for set time 

or while in motion

Alternative Reporting
• Supervisory reporting schedule triggered by 

alarm or motion
• Transmits location on interval for programmed 

time or while alarm remains active

Change Of Location
• Theft-alert reporting based on distance moved
• Reduced messaging mode
• REST APIs
• Secure cloud store-and-forward

Dimensions
• 10.3W9” (L) x 3.38” (W) x 1” (H)(264 mm x 86.1 mm 

x 25.4 mm)

Weight
• 14.2 oz/402 g

Operating Temperature
• -40° F to 185° F (-40° C to +85° C) 

Satellite Technology
• Global LEO Satellite operation using the 

Globalstar Satellite Network 

Certifications
• FCC, ISED, CE, UKCA
• PENDING: ANATEL

Standards
• IP68/69K
• IEC 60945 (Maritime)
• MIL-STD-810G High and Low Temperature 

testing for:
▪ Immersion
▪ Dust
▪ Water spray
▪ Thermal shock
▪ Mechanical shock
▪ Rail impact
▪ Vibration (rail, truck)

Ask us if the Integrity 150 is right for you

Request a demo today
tgi-connect.com

Realm Enablement Suite
• Future-friendly platform for edge processing 

and sensor expansion
• Configurable technology for custom 

applications


