
Satellite Connected 
Trailer Tracking Hardware 

Transportation companies across North America
have learned to use TGI Connect as a competitive
advantage. Several key factors differentiate TGI’s
Trailer Tracking Solution from other products –
including Satellite Connectivity, reliable and
dependable Hardware options, IoT Smart Sensors
and a robust Business Intelligence Software
system.

TGI Connect features both the SmartOne Solar and the Integrity 150 hardware
devices. Both are packed with high performance features:

Satellite Connected to the Globalstar LEO Satellite Network
Solar Powered batteries enable the units to maintain power, even when not

wired into a power source (important for stationary assets like trailers)

Bluetooth enabled for configuration, diagnostics and sensor connectivity

Fast, simple installation with no trailer wiring required

Quick “tap & go” activation - pair units with TGI Connect’s Mobile App

Rugged outer casing, listed to IP68/69K, the highest Ingress Protection

rating, indicating a device is completely dust-tight and can withstand high-

pressure, high-temperature water jets from multiple angles.

Backed by a 5-year warranty which comes standard on all devices

Compact design (approximately the size of a smartphone)

Focus On Hardware Devices
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The Backbone of Your
Competitive Advantage



SmartOne Solar Unique Features: 

ETL certified Intrinsically Safe (Class I, Division 1)

HERO certified for International Zone 0 applications

Built-in rechargeable NiMH batteries

DIMENSIONS:

3.25 IN (H) X 7 IN (W) X 1.125 IN (D)

8.26 CM (H) X 17.78 CM (W) X 2.86 CM (D)

WEIGHT: 

13.5 oz/385 g

OPERATING TEMPERATURE:

 -40° C to +65° C (-40° F to 149° F)

NOTE: The unit is certified intrinsically safe for hazardous environments

over the temperature range of -40° C to +65° C (-40° F to 149° F).
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Integrity 150 Unique Features

Built-in Tamper Switch

Realm Enablement Suitesimplifies sensor integration

Integrated BLE5 Sensor protocol

DIMENSIONS :

3.38 IN (H) X 10 IN (W) X 0.90 IN (D)

8.61 CM (H) X 25.4 CM (W) X 2.3 CM (D)

WEIGHT :

14.2 oz/402 g

OPERATING TEMPERATURE :

-40° C to +85° C (-40° F to 185° F)
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